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CORMASTER C 1
The ideal lightweight material from 
SCHÜTZ for aeronautical applications. 

ADVANTAGES DELIVERY TIME MATERIAL

z	� Superior mechanical properties with 
high strength to weight ratios

z	� High dimensional stability under  
heat and moisture

z	� High temperature capabilities,  
service temperature up to 180°C

z	� Product uniformity and exceptional 
resin to paper cohesion

z	� Corrosion resistance against  
water, oils and fuel

z	� Formability

z	� Good thermal and electrical  
insulation properties

z	� Good fire resistance, self-extinguishing

z	� Excellent compatibility with most  
adhesives, resins and prepregs

z	� Many CORMASTER® honeycomb types 
are available for immediate delivery. 
Delivery time on request.

z	� Customised sizes on request.

z	� Non metallic structures made from 
NOMEX® T412 paper sheets

z	� Bonded together and coated with  
heat-resistant phenolic resin

SPECIFICATIONS APPLICATIONS

z	� AMS 3711

z	� AMS 3714

z	� ASNA 4355

z	�� ASNB 75311

z	�� DHS251

z	� FON4-4611

z	�� HMRC0153

z	� ABS 5035

z	� ABS 5676

z	� LN 29967

z	� LN 29968

z	�� MA-4700-51-01

z	� PPS917-25-0

z	� PPS-99-00013

z	� DS-M0085

z	� ST27171

z	� Main structural sandwich applications 
of the aeronautical industry

z	� CORMASTER® C1 honeycombs types 
follow the requirements of the  
aeronautical specifications



Schütz GmbH & Co. KGaA

Schützstraße 12
D-56242 Selters 
Phone +49 2626 77 4096
composites@schuetz.net 
www.schuetz-composites.net

CORMASTER TYPE
Compressive 

strength (MPa)
Shear strength

(MPa)
Shear modulus

(MPa)

bare stabilized L W L W

HEXAGONAL CELL CONFIGURATION

C1 - 3.2 - 29 0.56 0.75 0.45 0.30 15.00 11.00

- 48 1.80 2.10 1.35 0.80 42.00 25.00

- 56 1.90 2.55 1.45 0.90 46.00 27.00

- 64 3.10 3.40 1.75 1.00 55.00 35.00

- 80 4.40 4.90 1.95 1.08 62.00 35.00

- 96 5.90 6.40 2.15 1.20 77.60 45.00

- 123 9.90 10.00 3.00 2.00 95.00 65.00

- 128 8.30 9.20 3.10 2.00 107.00 51.00

- 144 10.50 11.90 3.10 2.20 108.00 58.70

C1 - 4.0 - 123 7.50 8.00 3.00 1.90 100.00 62.00

C1 - 4.8 - 32 0.80 0.90 0.60 0.35 20.00 14.00

- 48 2.00 2.30 1.25 0.60 41.00 25.00

- 56 2.20 2.50 1.30 0.65 45.00 29.00

- 64 3.00 3.50 1.80 0.95 55.00 30.00

- 96 6.50 7.00 2.60 1.45 82.00 40.00

C1 - 6.4 - 24 0.40 0.45 0.35 0.23 13.50 9.00

- 32 0.65 0.80 0.55 0.35 19.00 14.00

- 50 2.10 2.30 1.20 0.59 41.40 17.70

- 64 3.20 3.50 1.50 0.80 51.00 25.00

- 80 3.50 3.90 1.90 1.05 53.85 29.50

C1 - 9.6 - 24 0.40 0.47 0.34 0.22 13.30 9.63

- 32 0.68 0.77 0.65 0.32 16.30 13.40

-48 1.30 1.57 0.82 0.40 28.80 18.50

OVEREXPANDED CELL CONFIGURATION

C1 - 4.8 - 29 OX 0.60 0.68 0.45 0.32 9.50 14.10

- 48 OX 2.20 2.70 0.79 0.79 30.00 30.00

C1 - 6.4 - 48 OX 1.80 2.00 0.74 0.74 18.00 25.00

- 56 OX 2.00 2.30 0.90 0.90 21.00 32.00
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CORMASTER C 1
Technical data

To prepare an offer, we require the CORMASTER® type with cell width and
density together with the dimensions (L, W, thickness) of the required product. 
Please note the different shear properties in L and W direction. 
If you have any further questions, please do not hesitate to contact us.

Meta-aramid paper 
coated with 

phenolic resin

Cell 
width 
in mm

Density 
in kg/m3

OX: Overexpanded cells

C1 - 6.4 -24 OX

Honeycomb density: the permissible 
tolerance is +10% of the nominal density.

Exceptions from this are the grades 
3.2-29, 4.8-29OX und 6.4-24, which are 
tolerated at +/- 13% of the density.

The technical data listed are statistically 
determined and are not guaranteed 
minimum values.

Specifi cations with guaranteed 
mechanical values can be provided 
by SCHÜTZ on request.
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